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Abstract. It has been suggested that the space environment
is being polluted by power line harmonic radiation (PLHR),
generated from harmonics of the electrical power transmis-
sion frequency (50 or 60 Hz) and radiated into the ionosphere
and magnetosphere by long power lines. While some in-
situ satellite measurements of PLHR have been reported, it
has proved difficult to confirm the source and overall sig-
nificance. The electricity network of the city of Dunedin,
New Zealand, is tiny compared to the many large industrial
zones found outside New Zealand. However, the 1050 Hz
ripple control signal injected into the local electrical grid at
regular intervals as a load-control mechanism provides an
opportunity for identifying PLHR strengths radiated from a
spatially well defined electrical network. In-situ observa-
tions by satellites should allow a greater understanding of
PLHR and its significance as man-made pollution to near-
Earth space. Calculations have been undertaken to estimate
the strength of the radiation fields expected from the ripple
control signal which is injected into the Dunedin city elec-
trical network. We find that ground-based measurements
will not be sensitive enough for detection of the ripple con-
trol radiation fields, even during the quietest winter night.
While significant power penetrates the lower ionosphere, this
is well below the reported threshold required for nonlinear
triggering in the Van Allen radiation belts. Some radiated
fields at satellite altitudes should be detectable, allowing in-
situ measurements. At the altitude of the DEMETER mis-
sion, the radiated electric fields will not be detectable under
any ionospheric conditions. However, we find that the ra-
diated magnetic fields may be detectable by the DEMETER
satellite at certain times, although this will be very difficult.
Nonetheless, there is the possibility for future experimental
campaigns.
Keywords. Magnetospheric physics (Magnetosphere-
ionosphere interactions; Plasma waves and instabilities) –
Ionosphere (Active experiments)
Correspondence to: C. J. Rodger
(crodger@physics.otago.ac.nz)
1 Introduction
There are experimental reports indicating that radio waves
from long electrical transmission lines may leak into near-
Earth space and modify the space environment (e.g. Bul-
lough, 1995; Parrot and Zaslavski, 1996). Radio waves in the
very low frequency (VLF, 3–30 kHz) and extremely low fre-
quency (ELF, 3–3000 Hz) bands can interact with cyclotron
resonant Van Allen radiation belt electrons near the equa-
torial zone. One consequence of these interactions is the
pitch angle scattering of energetic radiation belt electrons
driving some resonant electrons into the bounce loss cone
(Walt, 1994), and resulting in their precipitation into the at-
mosphere (Rycroft, 1973). Both natural and man-made low-
frequency radio waves are important here, including wave
sources located at the Earth’s surface and those in the space
surrounding the Earth (Abel and Thorne, 1998). Examples
of near-Earth sources are the strong radio pulses generated
by lightning as well as transmissions from man-made com-
munications stations. In these cases most of the wave’s en-
ergy is trapped between the Earth and the lower boundary of
the ionosphere (Wait, 1996). A percentage of the wave en-
ergy penetrates the ionosphere and enters near-Earth space
where it may interact with particles in the Van Allen belts.
While the physical process through which the waves and par-
ticles interact is well understood (e.g. Tsurutani and Lakhina,
1997), there is significant uncertainty as to the relative impor-
tance of different wave sources in different spatial regions of
the belts at different times and over different energy ranges
(Walt, 1996). Essentially, the complexity of the system is
such that it has proved extremely difficult to draw global con-
clusions from point-satellite measurements and case studies.
In most parts of the world, electricity is transmitted as AC
(alternating current) at a nominal frequency of 50 or 60 Hz.
However, distortions in the electricity waveforms from non-
linear loads lead to significant harmonics of 50/60 Hz (up to
several kilohertz) in the transmission lines. Nonlinear elec-
tronic devices used in computers and electronic load con-
trollers are two of the greatest causes of harmonic distor-
tion in electrical supply networks (Stebbins, 1996). These
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Fig. 1. Map of New Zealand on the left showing the location of
Dunedin and other electrical suppliers using a 1050 Hz ripple con-
trol signal. Dunedin’s electrical network is shown in detail on the
right.
harmonics can be efficiently radiated by long transmis-
sion lines, producing power-line harmonic radiation (PLHR).
While some experimental reports have indicated that PLHR
is currently an important influence on near-Earth space (e.g.
Parrot et al., 1991) this has been disputed by other studies
(e.g. Higuchi et al., 1986), including those focused at North
American longitudes where power consumption is very high
(Rodger et al., 2000).
An experimental VLF transmitter located in Antarctica has
previously been used to simulate the PLHR in near-Earth
space. These experiments indicated a radiated power thresh-
old of ∼1 W (Helliwell et al., 1980), where higher pow-
ers lead to the observation of nonlinear triggered emissions
(Park and Chang, 1978) indicating strong interactions be-
tween waves and trapped particles. While it seems likely
that PLHR is not currently significant to geospace in general,
we expect electrical power consumption to grow world-wide
and the harmonic content in transmission lines to grow faster
still, hence increasing PLHR levels. By the year 2000 it was
estimated that upward of 60% of all electricity used in the
United States would first pass through an inherently nonlin-
ear semi-conducting device, compared with ∼40% in 1996
(Stebbins, 1996). At some stage in the future it seems likely
that the harmonic levels on typical high-power transmission
lines will pass through the threshold beyond which PLHR
becomes a significant pollutant.
However, it is not trivial to estimate the radiated power
from a realistic network of power lines. While some in-
situ satellite measurements have been made, it is difficult to
exactly locate the source of the radiation coming from the
ground. For example, Ohzora satellite observations appeared
to include Japanese PLHR at 50 and 60 Hz (Tomizawa and
Yoshino, 1985). This identification was possible due to the
mixed nature of the Japanese electrical grid, where 50 Hz is
used in the northern “half” of the country, and 60 Hz in the
south. However, these authors cautioned that more studies
should be conducted to confirm this observation, due to the
difficulties of associating any 50/60 Hz signal with a specific
region.
In our study we calculate the radiation fields due to the
Dunedin ripple control signal. Ripple control is a simple
and effective method used to regulate electrical power usage
and has been used world wide for at least 50 years (Ren-
nie, 1989). In New Zealand ELF/VLF ripple control tones
are injected into regional networks at various times of day
to control the electrical load in the network (for residential
users this is primarily domestic hot water heating). For ex-
ample, Dunedin Electricity injects a 1050 Hz signal, on top
of the 50 Hz carrier frequency, into the Dunedin city network
(Dunedin City Council, 1971) which will produce 1050 Hz
radiation, some of which will leak into space. The Dunedin
Electricity ripple control signal provides the potential for ac-
tive transmissions to Earth orbiting satellites from a spatially
well defined electrical network, and hence a test on man-
made pollution to near-Earth space. The identification of
1050 Hz signals in satellite observations above Dunedin city
during ripple control injection times would allow the clear
identification of PLHR from a known source. In this paper
we examine the calculated radiated fields expected from the
ripple control signal in the Dunedin city electrical network at
ground level, the base of the ionosphere, satellite level and
in the equatorial plane in the magnetosphere. Our primary
goal is to examine the expected signal strength at satellite
altitudes, and contrast these with the detection thresholds of
in-situ observational missions.
2 Dunedin electrical network
2.1 Ripple control signal
Since 1959 the city of Dunedin (−45.9◦S, 170.5◦E, L=2.76),
New Zealand (Fig. 1) has used “ripple control” for electrical
load control by controlling domestic hot water heating and
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street lighting (Dunedin City Council, 1971). Ripple control
operates using a tone generator that injects a 1050 Hz control
signal directly into the power transmission lines, while relay
devices receive and interpret the signal. Relays for hot water
control are located at the electricity consumers’ premises and
street lighting relays are dispersed along the streets.
At the time of writing, two other New Zealand electric-
ity suppliers are using ripple control at a carrier frequency
of 1050 Hz. These are Whangarei and Hutt Valley elec-
tricity suppliers and are both relatively far (>500 km) from
Dunedin (Keith Moffat, personal communication, 2003),
hence should not interfere with any observational campaign.
The 1050 Hz ripple control signal is injected into each
electrical sub-network at 18 substations distributed through-
out Dunedin. Each of the 18 injectors operates simultane-
ously, each typically injecting 42 A. However, the ripple cur-
rents in each sub-network are not injected in-phase relative to
the other sub-networks (private communication, Keith Mof-
fat, 2003). It is planned that the Dunedin 1050 Hz carrier fre-
quency will be progressively replaced with a lower frequency
of 317 Hz, from about 2006.
The ripple control signal begins with a 5 s start tone to
capture the attention of the relays, as shown in Fig. 2. The
total control signal lasts 170 s and is broken into 7.5 s time
windows, activating any of the 22 possible on or off switch
commands. Modern relays have shorter time windows, hence
more commands can be “squeezed” into each 7.5 s time win-
dow. This can be seen from ∼21.5 – 26.0 s in Fig. 2. The re-
lays are programmed to control various devices that require
switching. In general, Dunedin control signals are injected
so hot water heaters are on from at least 1330 LT to 1630 and
from 2300 to 0700 LT. During periods of high electricity use
these times can be altered and additional ripple control in-
jections occur to switch domestic and industrial equipment.
In contrast the control of street lighting is dependent on lo-
cal lighting levels at the time. The injectors cannot operate
more than three times each hour due to overheating problems
(private communication, Keith Moffat, 2003).
2.2 Dunedin electrical network model
To model the radiation fields produced by the ripple control
signal in the Dunedin electrical grid a realistic model of the
electrical network is required. However, because of time
and computational constraints, including a complete repre-
sentative model of the entire Dunedin network is unrealistic.
We therefore choose to model only the network surround-
ing a single substation, near Outram, a rural farming area
lying on flat land just over 20 km West of Dunedin’s city cen-
tre. The entire Dunedin power network stretches from Aro-
moana, ∼20 km North East of the city centre, to the Taieri
River Mouth ∼30 km South-West (Fig. 1). The Outram net-
work has a greater area and lower density in comparison with
other substation zones in the Dunedin network, making it
simpler to model.
In our Outram model we approximate each power trans-
mission line as a horizontal electric dipole with current mo-
Fig. 2. The first 60 s of the ripple control spectrum taken from a
loop antenna on Swampy Summit (Dunedin). The signal starts at
16:30:08 NZLT on 9 April 2003. Frequencies below 500 Hz have
been filtered, as a strong harmonic exists at 300 Hz.
ment I l. The standard minimum height of above-ground
electrical power lines in New Zealand is 4.0 m to 5.5 m
(NZECP, 1993). However, for simplicity, we place each
dipole in our model at ground level. Numerical experimen-
tation shows this makes little difference to the final result.
New Zealand’s electrical power is delivered to consumers
using 3-phase, typically by four transmission lines, three load
carrying lines and a neutral line. Most consumers’ premises
require only single phase power and thus connect between
one of the load carrying transmission lines and the neutral
line (Jenneson, 1987). In an ideal system the phase differ-
ence between each of the load carrying transmission lines
should be 120◦, with the neutral line carrying no current. In
reality, there is generally some kind of imbalance, often due
to one of the load carrying transmission lines supplying more
consumers than the other lines. Unbalanced lines are the pri-
mary cause of radiated electromagnetic fields.
The momentary imbalance in power lines can reach 15%
(Farrel et al., 1998), particularly when large electrical appli-
ances are switched. However, we employ an imbalance of
8% for the ripple control currents across the whole Outram
model. This is based on observations of the electrical cur-
rent readings across the 3-phases that were made during a
visit to a ripple control injector plant at the Ward Street sub-
station which supplies power to a highly industrial zone in-
side Dunedin city. This is also based on the fact that the
ripple control signal is injected across all three phases each
with, ideally, a 120◦ phase difference (private communica-
tion, Keith Moffat, 2003).
Ideally the unbalanced current will return on the neu-
tral line. In this ideal situation the radiation fields from all
three phase lines and the neutral line will almost completely
cancel-out. However, there are some imperfections in the
electrical system that cause the current to travel back to the
source via other paths, such as through the ground. Most of
the electrical current flows back along the neutral line, and
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Fig. 3. Our scale model of the Outram network. Each line rep-
resents an electrical transmission line, with arrows indicating the
sense and direction of the current phase relative to the injection cur-
rent located at the circle. The black dots indicate terminating ca-
pacitors. The dashed line is the dipole approximation of the Outram
network. Compare with Fig. 1, where the Outram sub-network lies
on the far left of the Dunedin network.
not in a ground return path. Nonetheless it is these ground
return currents which will provide the most significant radi-
ated fields. We estimate these losses to be about 10%, in
addition to, and similar to the 3-phase imbalance. Hence
we assume only 10% of the 3 A unbalanced current radiates,
and use this in our calculations, equivalent to a 0.3 A unbal-
anced ripple control current injected at 230 V into our model.
Note that this is considerably larger than the 1 mA unbal-
anced earth-return current found at 1 kHz for a long power
line in Newfoundland (Yearby et al., 1983). The Newfound-
land line studied had harmonic contents of order 1 part in
106, about 2500 times smaller than that found in a typical
New Zealand context (EASEINZ, 1989). We suggest this is
due to the difference between a dense urban network and a
long distance power transmission line.
We queried a Graphical Information System (GIS)
database to obtain the orientation of each transmission line
segment for our Outram model (private communication,
Keith Moffat, 2003). Line segments shorter than approxi-
mately 100 m are ignored, due to their limited radiating capa-
bility. Fig. 3 shows the 49 line segments used in our Outram
model.
2.3 Currents in the Outram model
We model the 3-phase transmission lines by using single
wires to carry the 0.8% imbalanced current, as discussed
in the previous section. To allow the simulated ripple con-
trol current to flow across the full extent of the model, we
place 1µF capacitors at the outer extremities of the Outram
model, shown by the dots in Fig. 3. We employ the com-
puter program Numerical Electromagnetics Code (NEC-2),
documented by Burke and Poggio (1977), to calculate the
distribution of currents in our Outram antenna/electrical grid
model.
The Outram model is then excited with a 1050 Hz, 0.3 A
current at the injection point. The directions of the NEC-2
calculated currents produced by this excitation at the injec-
tion point are shown by the circle in Fig. 3. As expected,
the largest currents are present near the injection point with
smaller currents at the extremities of our model. These
currents radiate fields that couple into the Earth-ionosphere
wave-guide.
We further approximate the Outram model to just a single
dipole antenna, loaded with the driving current. The dipole
approximation is shown as the dotted line in Fig. 3, with the
relative sense shown by the arrow. This dipole approxima-
tion, carrying 0.3 A and 5.1 km long, is found by averaging
the current moments of the whole Outram electrical network.
A full 3-dimensional numerical comparison between the full
model of all 49 currents and the dipole approximation was
made using NEC-2. Excellent agreement was found between
the two in all directions, including the azimuthal direction.
3 Modelling the ripple control signal radiation fields
The conducting ground and lower boundary of the iono-
sphere create a waveguide for electromagnetic waves in the
ELF/VLF range, which must be taken into account for prop-
agation distances greater than approximately 90 km (Wait,
1996; Cummer, 2000). For our 1050 Hz frequency only a
few of the lowest waveguide modes will propagate within
the waveguide, as the rest of the modes attenuate rapidly.
In our study only two extremes of ionospheric conditions
will be considered, represented by the two solstice days of
the year. These are the southern hemisphere’s midday sum-
mer solstice near 21 December and midnight winter solstice
near 21 June. Conditions for the rest of the year will fall
between these two extremes.
To calculate the radiated fields within the Earth-
Ionosphere waveguide we use the Finite Difference Time
Domain (FDTD) method as described by Sullivan (2000).
Other methods for calculating the radiation fields inside the
Earth-Ionosphere waveguide are available, such as mode the-
ory (Budden, 1961; Wait, 1996), but these methods break
down for ELF waves when calculations are made close to the
source dipole. Cummer (2000) provides a detailed compari-
son between mode theory and the numerical FDTD method
for ELF-VLF wave propagation in the Earth-Ionosphere
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waveguide cavity. His comparison showed that the FDTD
method has very good agreement with mode theory as for-
mulated by Wait (1996).
We use the FDTD method in three-dimensional Cartesian
form, with a fine spatial step of 8500 m in the two horizon-
tal directions and 700 m in the vertical direction. The ver-
tical spatial step is to incorporate the existence of Earth re-
turn currents, which were approximated by placing an equal
and opposite return current below the surface of the ground.
For 1050 Hz and Outram ground conditions, the mean return
current will lie at a depth of about 700 m (e.g., Bullough,
1995). Since we have a three-dimensional grid, we use all
three components of the electric and magnetic fields. No ab-
sorbing boundary conditions were used, instead the spatial
grid was made large enough to allow the simulation to reach
a steady state without interference from the boundaries.
We use the same FDTD method as Cummer (2000) and
treat the ionosphere as a isotropic conductor, using a verti-
cal conductivity profile (private communication, World Data
Centre for Geomagnetism, 2003). However, this is not suit-
able to model propagation through the ionospheric plasma,
which would require more advanced FDTD methods (for
one-dimensional wave propagation see (Young, 1994)). The
ground properties are representative of this part of New
Zealand, with a relative dielectric constant of =12.0 (Kraus,
1988) and conductivity σ=10−3S m−1.1
We use NEC-2 to calculate the radiation pattern of the en-
tire 49 current Outram model and compare this result to the
single dipole approximation using the FDTD method, ne-
glecting the ionosphere. We also verified our far-field FDTD
results using the method as described by Wait (1996). This
shows that the proven techniques for calculating the radiated
fields agree with those we find in this case, giving us confi-
dence in our FDTD method.
4 Field calculation results
Having calculated the radiation fields from the Outram elec-
trical network model we extrapolate the field data to approx-
imate the radiated power for the entire Dunedin network.
There are 18 substations that inject the ripple control sig-
nal into the Dunedin electrical network. Hence, we scale
the total radiated power from Outram by 18 to get the total
radiated power for Dunedin. Note that this may somewhat
over estimate the total radiated power as line lengths in Out-
ram are relatively long compared to other substation zones
in the Dunedin electrical network. However, there should be
some compensation due to the higher density of lines in ur-
ban Dunedin in comparison with a rural part of Dunedin like
Outram.
Using the above approximation we can estimate the radi-
ation fields due to the entire Dunedin ripple control signal at
ground level, the base of the ionosphere, satellite level and
1(private communication, Malcolm Ingham, Victoria Univer-
sity)
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Fig. 4. The day and night electric field magnitudes at ground
level, at a bearing of 40◦ from North, with increasing distance from
Dunedin.
near the geomagnetic equatorial region where wave-particle
interactions occur.
4.1 Calculated fields below the ionosphere
For the ripple control radiation fields to be measurable at
the ground they must be above the local background noise.
Much of the naturally occurring background noise inside the
waveguide at ELF/VLF frequencies is due to lightning dis-
charges, which tend to occur over land masses during local
late afternoon hours. The noise in local summer is typi-
cally higher than local winter (Smith, 1995). Typical “nat-
ural” noise levels at 1 kHz for the New Zealand region are
10 µ Vm−1 Hz− 12 and 0.3 µ Vm−1 Hz− 12 for summer day
and winter afternoon/evening (1600–2000 LT), respectively
(Watt, 1967). Although our calculations are based on the
winter midnight ionosphere, there is little difference in elec-
tron density between midnight and at 2000 LT (see Bilitza,
2001). These noise values agree with measurements made
by Barr (1979) at midday near the end of summer in areas
close to Dunedin. Any measurements of the Dunedin ripple
control radiation will need to be taken sufficiently far away
from all power lines such that local power line harmonic in-
terference and other human made noises do not dominate.
The induction fields of the ripple control signal must also
be taken into consideration. The range of the induction fields
is approximately one wavelength from the source (e.g. Wait,
1996), which is ∼300 km for 1050 Hz; clearly, measure-
ments of the radiation fields must be taken further than this
from Dunedin.
Calculation of the ground fields were also computed us-
ing the FDTD method. Figure 4 shows the magnitude of
the total radiated electric field calculated in the direction of
the azimuthal maximum (40◦ from North) at ground level.
2112 S. M. Werner et al.: Identifying PLHR in geospace
Comparing the results in Fig. 4 with the natural background
noise it is clear that beyond the range of the induction fields,
the electric field will not be measurable at any time. We
find that the situation for magnetic fields is essentially identi-
cal. Hence, the radiation fields from the ripple control signal
will not be measurable on the ground at any distance from
Dunedin.
4.2 Radiated power
The vertical radiated power for our single dipole approxima-
tion was calculated by integrating the Poynting vector above
the dipole. We calculate the total radiated power from the
Dunedin 1050 Hz ripple control signal to be about 4 µW.
Clearly, this radiated power is much lower than the 1 W trig-
gering threshold found in active experiments (Helliwell et al.,
1980), and thus the Dunedin ripple control signal is not a sig-
nificant “pollutant” of geospace.
4.3 Calculated fields above the ionosphere
To estimate the ripple control radiation fields in geospace,
we find the wavepower density at the base of the ionosphere,
found using the electric and magnetic fields components cal-
culated through the FDTD method. To find the absorption at
satellite level we determine the attenuation the wave incurs
as it propagates up to satellite altitude from the ionosphere
base.
Given the local refractive index and wave power density
the electric and magnetic field intensities can be calculated
at any point using Maxwell’s equations. We assume the ra-
diated signal propagates in the whistler mode. Hence, the
transmitted component of the incident wave on the iono-
sphere will propagate roughly vertically on entering the iono-
sphere. This allows us to use the simpler quasi-longitudinal
approximation to the Appleton-Hartree equation (Helliwell,
1965). While our signal may not be propagating in the
whistler mode, it will still undergo approximately the same
attenuation as waves which are propagating in the whistler
mode (Inan and Bell, 1977).
Our transmission losses on penetration into the lower iono-
sphere at 1050 Hz are based on Volland (1995), who present
the coefficients for 1 kHz at mid-latitudes. For vertically in-
cident waves, the transmitted power decreases by approxi-
mately 7.0 dB at daytime and 5.3 dB at night, with respect to
the incident power.
The wave power density undergoes absorption loss on
propagation through the ionosphere, as described in Helli-
well (1965). Integration of the imaginary component of the
refractive index α over the propagation distance h1−h0 (in
m) will give the total absorption of the wave, such that
A = 8.69
∫ h1
h0
α dh (1)
where 8.69 is the conversion factor from nepers to decibels.
This integration requires profiles for the electron collision
frequency, plasma frequency, and electron gyrofrequency.
An approximation to the electron collision frequency is given
by Ratcliffe (1972),
ν = Nn σ
√
3 k T
me
(2)
where Nn is the neutral particle density, σ=pi(10−10)2 is the
collision cross-sectional area (Ratcliffe, 1972), k the Boltz-
mann constant, T the temperature and me the electron mass.
The plasma frequency and electron gyrofrequency depend on
the electron density and the local magnetic field given by a
simple dipole representation.
The electron density profile up to 1000 km altitude was
taken from the International Reference Ionosphere (IRI) Bil-
itza (2001) standard model, allowing the calculation of the
plasma frequency profile. Electron collision frequencies
were determined from Eq. 2 using the Hedin (1991) atmo-
spheric model, which provides the neutral particle tempera-
ture and density profile up to 1000 km. Although our calcu-
lations take into account curved geomagnetic field lines, the
profiles are strictly for the region vertically above Dunedin.
This approximation will not change our results significantly.
We also consider the effect of irregularities in the iono-
sphere, consisting of depleted or enhanced ionisation lev-
els in field aligned regions (e.g., Sonwalkar et al., 1984). A
fairly extreme example would consist of an irregularity with
a 20% ionisation difference (increase or decrease), starting at
200 km altitude. Using Snell’s Law we estimate that such an
irregularity would reduce the signal by about 2 dB at satellite
altitudes in the worst case (for an ionisation enhancement),
while in the best case the signal levels would be increased by
about 3 dB (for an ionisation depletion).
With the profiles mentioned above, we evaluate Eq. (1) to
satellite altitude (710 km) and add this to the Volland (1995)
transmission loss on entry to the ionosphere. For vertically
incident electromagnetic waves this gives a total absorption
of 11.7 dB and 5.5 dB for day and night, respectively, allow-
ing the calculation of the electric and magnetic fields using
Maxwell’s equations. Fig. 5 shows the electric and magnetic
fields produced by Dunedin’s ripple control signal at 710 km
altitude. As expected the field strengths are strongly depen-
dent upon the horizontal distance from Dunedin.
4.4 Plasmaspheric noise levels
For the ripple control radiation signal to be measurable at
satellite altitudes the signal must be greater than the back-
ground plasmaspheric noise levels. One of our plasmas-
pheric noise estimates are based on the background noise
levels below the ionosphere. We use the electric field noise
values from Section 4.1 to find the power density, then we
apply the absorption due to propagation through the iono-
sphere, as discussed in Section 4.3. This is likely to be pro-
vide an over-estimate of the noise levels, since not all the
noise will propagate vertically. At winter until about 2000 LT
the atmospheric noise level at 1050 Hz at 710 km altitude
becomes 0.02 µVm−1Hz− 12 and 3 fT Hz− 12 for the electric
S. M. Werner et al.: Identifying PLHR in geospace 2113
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Fig. 5. The day and night electric and magnetic fields estimated due
to radiation from Dunedin’s ripple control signal. Calculated for an
altitude of 710 km against increasing horizontal distance from the
city centre.
and magnetic radiation fields, respectively. The atmospheric
noise levels propagated though the winter nighttime iono-
sphere to 710 km altitude will be about the same at 2000 LT
as at midnight.
Previous observations by the AKEBONO (Exos-D) satel-
lite provide higher values for the ambient background noise
level within the plasmasphere, albeit in the polar region
(Kasahara et al., 2001; Pickett et al., 1999). Although our
study is concerned with mid-latitudes, we conservatively as-
sume the background noise will be approximately the same.
This should be an over-estimate since the polar regions gen-
erally tend to be “noisy” in comparison with mid and low-
latitudes. For quiet times the background magnetic field ob-
served by Akebono at 1 kHz is ∼0.1 pT Hz− 12 (Kasahara
Table 1. Data for the DEMETER satellite (CNES, 2003).
Launch date 29 June 2004
Mass 120 kg
Perigee 710 km
Apogee 720 km
Orbit period 98.4 min
Data rate 18 Mbps (max)
E field range DC–3 MHz
E field sensitivity 3 µV m−1 Hz− 12 at 1 kHz
B field range 10 Hz – 17.4 kHz
B field sensitivity 5 fT Hz− 12 at 1 kHz
et al., 2001). This is much greater than the estimate based
on sub-ionospheric noise, as calculated above, due to source
local to the plasmasphere.
The ambient plasmaspheric noise level at 1050 Hz should
be in the range of the values discussed above.
4.5 Equatorial field strengths
From our radiation field calculations we can determine the
fields in the equatorial region at satellite altitudes. Inan et al.
(1984) and references therein provide an approach to calcu-
late the wave power density anywhere along a field line in a
slowly varying medium, assuming propagation in the ducted
whistler mode. Inan et al. (1984) made radiation field cal-
culations in the equatorial region for the Omega navigation
VLF transmitter located in North Dakota (USA), and com-
pared these with experimental observations. Although we
make use of a more detailed ionospheric model than these au-
thors, we calculate similar Omega transmitter field strengths
to those reported. The ducted wave power density anywhere
along the field line is found from
P = P1fH
fH1
(3)
where P1 is the wave power in Wm−2 density at 1000 km,fH
and fH1 are the electron gyrofrequency, locally and at
1000 km, respectively. The particle profile data described
above allows these ionospheric properties to be calculated
to 1000 km. The electron gyrofrequency in the equatorial re-
gion for the L=2.76 value of Dunedin is about 71 kHz (e.g.
Helliwell, 1965). Thus we estimate that the wave power den-
sity in the equatorial region will be about 17.0 dB lower than
at satellite level (shown in Fig. 5).
5 Discussion
We have estimated the radiation fields produced by the
Dunedin ripple control signal at various altitudes. While the
fields at ground level are not measurable, the radiation fields
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in the magnetosphere might be detected through satellite
measurements. For example, the micro-satellite DEMETER,
launched in June 2004 (CNES, 2003), carries instruments for
measuring electric and magnetic fields, as described in Ta-
ble 1.
In comparison with Fig. 5 and the instrument sensitivities
given in Table 1 (using a 1 Hz bandwidth), we see that the
electric fields due to the Dunedin ripple control signal will
not be measurable by the satellite DEMETER as it passes
near Dunedin. The peak electric field at night time condi-
tions is well below the instrument signal detection thresh-
old, nearly one hundred times lower when directly above
Dunedin.
However, DEMETER’s highly sensitive magnetic field de-
tectors have a better chance for ripple control detection. A
comparison with our magnetic field calculations (Fig. 5) with
the sensitivities in Table 1 shows that DEMETER may be
able to detect the signals up to∼60 km during midnight iono-
spheric conditions. However, this is only true if there is was
no other electromagnetic activity present. The midday ripple
control signal will be below the instrument threshold. The
detectable range would be increased by a marginal amount if
the signal propagated to the satellite through a field aligned
ionosation depletion.
Although the signal strength at DEMETER’s altitude is
greater than the instrument threshold, to be detectable it
must also be greater than the ambient noise level. Using the
noise levels discussed in Section 4.4 we see that the plasma-
sphere is going to have to be very “quiet” for detection of
the Dunedin ripple control signal. For the lower noise esti-
mate of 3 fT Hz− 12 the ripple control radiation would have
higher amplitudes than both the noise levels and the DEME-
TER sensitivities, but only for locations very near Dunedin.
For the higher, albeit conservative “polar” noise level esti-
mates, the ripple control radiation would not be observable
for typical conditions. Unusually quiet conditions would be
required.
Based on 21 days of DEMETER’s orbit information (pri-
vate communication, MichelParrot, 2003), we estimate that
DEMETER will pass within 60 km of Dunedin approxi-
mately seven times per month. Statistically, this occurs about
once every year during the standard 3 min ripple control op-
eration. However, the Dunedin electricity supply utility has
indicated that it may switch on some, or all of Dunedin’s
ripple control system, at specified times coinciding with the
DEMETER satellite passing overhead.
It should be noted that existing databases of satellite mea-
surements may already include the Dunedin ripple control
signal. Other in situ satellites, such as EXOS-D (Nagano
et al., 1991), may have already detected the ripple control
signals in space.
There have been few attempts to measure the radiated
fields on the ground from existing power lines. We have al-
ready mentioned the experimental campaign undertaken in
Newfoundland (Yearby et al., 1983). Radiated fields were
also measured from a 600 km High Voltage DC (HVDC)
link operating between the South and North Islands of New
Zealand (Barr, 1979). Observations of the HVDC signal
were undertaken from three locations at distances from the
base of the DC line of ∼70, 110, and 300 km, respectively.
A simple estimate suggested that this line should radiate 2 W.
However, the experimental measurements indicated that the
radiated fields were∼40 times smaller. This discrepancy was
explained by the presence of an earthed conductor running
above and parallel to the entire HVDC line. Clearly, great
care needs to be taken in considering the nature and layout of
the electrical lines. If one neglected the existence of the cur-
rent returning along the neutral line and had all the current
in the ground return path, the radiated fields estimated in our
calculations would be also be much higher than in the more
realistic case.
6 Conclusions
The Dunedin city electrical network is tiny compared to the
many large industrial zones found outside New Zealand.
However, the 1050 Hz ripple control signal injected into
the local electrical grid at regular intervals will produce ac-
tive transmission to satellite altitudes radiated from a spa-
tially well defined electrical network. The identification of
1050 Hz signals in satellite observations above Dunedin city
during ripple control injection times would allow the clear
identification of PLHR from a known source. This should
allow a greater understanding of Power Line Harmonic Ra-
diation (PLHR), and tests on the significance of man-made
pollution to near-Earth space.
Calculations have been undertaken to estimate the strength
of the radiation fields expected from the ripple control signal
injected into the Dunedin city electrical network. Fields have
been determined at ground level, the base of the ionosphere,
satellite altitudes and in the equatorial plane in the magneto-
sphere. This has lead to the following conclusions:
1. The ripple control radiation fields will not be detectable
above noise levels at ground-level, even during the “qui-
etest” times.
2. The power radiated from the Dunedin ripple control sig-
nal is well below the reported threshold required for
nonlinear triggering in the Van Allen radiation belts, as
determined by Helliwell et al. (1980). Clearly the radi-
ation from the ripple control signal is not a significant
“pollutant” of geospace.
3. At the altitude of the DEMETER mission, detection of
the radiated electric fields should not be possible un-
der any ionospheric conditions. During midnight win-
ter conditions the magnetic field will be above the in-
strument sensitivity at 60 km from Dunedin, but be-
low atmospheric noise levels, making detection of the
Dunedin ripple control signal very difficult. The mag-
netic field will be totally undetectable during daytime
conditions at realistic satellite altitudes.
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